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§ 105.45–15 Warning signals and signs. 
(a) During transfer of cargo while 

fast to a dock, a red signal (flag by day 
and electric lantern at night) shall be 
so placed that it will be visible on all 
sides. At all other times of transfer a 
red flag only shall be displayed. 

§ 105.45–20 Warning sign at gangway. 
(a) Warning placards shall be kept at 

hand for display while a vessel is fast 
to a dock during transfer of cargo, to 
warn persons approaching the gang-
way. The placard shall state in letters 
not less than 2 inches high substan-
tially as follows: 

WARNING 

No open lights. 
No smoking. 
No visitors. 

Subpart 105.90—Existing Commer-
cial Fishing Vessels Dispensing 
Petroleum Products 

§ 105.90–1 Existing commercial fishing 
vessels dispensing petroleum prod-
ucts. 

(a) The prohibition in § 105.05–2 shall 
apply to all commercial fishing vessels. 

(b) Existing vessels must meet the 
following requirements: 

(1) Permanently or temporarily in-
stalled tanks or containers used for 

dispensing in limited quantities petro-
leum products in bulk, Grades B or 
lower flammable or combustible liq-
uids, shall meet the applicable require-
ments in Subparts 105.20 (Tanks and 
piping systems), 105.25 (Cargo tanks 
below decks), 105.30 (Electrical). How-
ever, these tanks or containers and 
their associated piping systems in use 
prior to December 1, 1969, if in satisfac-
tory condition in the opinion of the Of-
ficer in Charge, Marine Inspection, 
may be continued in use as long as 
they are maintained in such satisfac-
tory condition. 

(2) Minor repairs or alterations may 
be made in permanently or temporarily 
installed tanks or containers for petro-
leum products in bulk, which shall be 
to the satisfaction of the Officer in 
Charge, Marine Inspection. Major re-
pairs or replacement of such tanks or 
containers shall be in accordance with 
requirements governing new installa-
tions as set forth in this part. 

(3) All commercial fishing vessels 
must comply with the applicable re-
quirements in subparts 105.15 (Inspec-
tion Required), 105.35 (Fire Extin-
guishing Equipment), and 105.45 (Spe-
cial Operating Requirements). 

[CGFR 69–53, 34 FR 11265, July 4, 1969, as 
amended by CGD 75–105, 41 FR 17910, Apr. 29, 
1976; CGD 79–116, 62 FR 25136, May 8, 1997] 
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